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DIMENSIONS

PRODUCT HIGHLIGHTS

•	 Powerful accent lighting product provides the flexibility of track lighting and the power 
of a pair of adjustable LED lighting fixtures

•	 Adjustability of the lampholders plus the availability of a wide range of distributions 
provide the ability to create just the right accent lighting

LAMPS - Dimmable LED reflector lamps with high brightness LEDs.  Two sizes: PAR30 
and PAR38.  Available in a wide range of outputs and distributions (spot or flood).  
Contact factory for details.

HOUSING COMPONENTS - Pre-painted die-formed 22 gauge CRS

DOOR - Die-formed cold rolled steel, polyester powder coated finish

ADJUSTABLE LAMPHOLDERS - Gimbal ring constructed of 16 gauge CRS, white 
polyester powder coated finish.  Rotation 0° - 358° , vertical 0° - 90°.  Two locking 
knobs included.

YOKE - Cold rolled steel, polyester powder coated finish

SOCKET - Medium base, pulse rated for 4kv

MOUNTING - Supplied with T-bar clips

FINISH - All metal parts painted after fabrication following treatment with phosphate 
rust inhibitor.  Finish coating of housing reflecting surfaces is with high-reflectance 
(minimum 92%) polyester powder.

WARRANTY - Limited 5-year warranty

PHOTOMETRICS- Consult factory. 

LISTING - UL listed to U.S. and Canadian safety standards. Suitable for damp location

LED DUETTO® (DUT 201)

G - Grid 20 30LED - PAR 30
38LED - PAR 38
LL - Less Lamp

(blank) - Less Lamp
NW - Neutral White

(blank) - Less Lamp
SP - Spot (15o)
FL - Flood (40o)

Prefix VoltageColor Temperature DistributionMounting Wattage Light Source

DUT 201 120 - 120 VAC

TYPICAL ORDER EXAMPLE: DUT 201    G    20W    38LED    NW    SP    120

Contact factory for other currently available color 
temperatures, distributions and wattages
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